
Subject: Kysor On/Off K22RA Rear Air Fan Clutch

Emergency Lock-Up Procedure
(See reverse side for control drawing)
If any fan clutch problem occurs while the vehicle is on the 
road, simply unplug the fan clutch control solenoid.  This will 
cause the clutch to remain engaged preventing additional dam-
age to the clutch.  If the lining is worn to the point where the 
clutch will not engage, remove the front cylinder of the clutch 
after unplugging the fan clutch control solenoid.  The fan clutch 
will now remain engaged until the vehicle can be driven to a 
repair location.

Troubleshooting Guide
Problem Cause Solution

Front air leaks Dirty or worn seals
Replace seals 1
033-08233-01

Lining Worn

Air leaks in control
Bad solenoid
Poor electrical 
connection

Replace lining 
1033-08250-01

Anything internal in the 
clutch

Replace clutch 
1090-08500-01

Clutch will not engage Worn lining
Replace lining  
1033-08250-01

Clutch will not disen-
gage

Fan clutch control over 
cycled the fan clutch

Supply air pressure to 
the clutch and tap gently 
with a rubber mallet
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Emergency Lock-Up Procedure

1. Unplug solenoid - if clutch still will not engage, then #2
2. Remove front cylinder

1. 2.


